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Step #3

Tools required:

7\16” open end wrench -- 6” socket ext. -- socket ratchet -- 7\16” socket --
3\8" socket -- marker pen -- hammer-- hammer punch -- 17\64” drill bit --
1\8” drill bit --3\16” drill bit -- 5\32” allen head -- thread lock -- snowboard

Step #4

Place the SS Tunnel bracket on a flat surface. Grab both of the 1 1/2” bolts
and washers. Place washer on both of the 1 1/2” bolts and put bolts in the two
inside holes of ss Tunnel bracket as shown. Put a dab of loc tite on each bolt
on the outside threads.

Step #5
Go and get the Polyurethane snowboard bracket. Using ratchet and 7/16"
socket tighten bolts into inserts of the Polyurethane snowboard bracket.

Step #6

Go and grab the 16” strap with ratchet and slide the strap saver on.

Put a washer on the 1 1/2” bolt and put it through the end hole of the strap like shown.
Put the bolt (With the 16” strap) into the right side of the ss Tunnel bracket hole.
Stick a washer and nut on the end and tighten with 7/16ths open end wrench and
ratchet with the 7/16ths socket.

Step #7
Place the 3"carriage bolt into U-side bracket on the right side. Place the 5 1/4” strap with
11”ladder on the end hole on the bolt. Hand tighten a nylon nut to the end of the bolt.

Step #8

Go and grab your snowboard. Place bracket between binding as shown. The U-side bracket
goes on the inside of the rear binding. The Polyurethane snowboard bracket goes on the
inside of the front binding.




